
  Production Capacity 15 cu ft/hr (112 gal)
  Line Pressure 0 - 100 psi plus
  Material Hopper 5 gal ( 19L )
  Power Source Manual
  Weight 53 lb (24 kg)
  Dimensions 16" W x 24" L x 26" H

Handy-Grout HG-9
"This is the best thing since sliced bread!"  
                          - R. W. (White's Equipment)

* Lightweight design
* Polyurethane hopper
* Cast assembly
* In-line pressure gauge
* Self-priming manifold
* Hose assembly (1" x 10') 
* Straight pipe nozzle

Model HG-9

* Door bucks / jambs * Mudjacking  
* Machine base grouting * Void filling
* Piling encasements * Underlaying
* Post tensioning * Rock/soil anchors 
* Precast tunnel joints * Waterproofing 
* Pipe jacking slurry * Tunnel liners
* Pre-cast tilt-up panels * T-joints
* Concrete planks * Traffic dividers
* Mining grout applications

Specifications are subject to change.
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         Quality through Experience.

AP-HG-9-06

Handy-Grout TM

* Hose assembly (1" x 10') 
* Straight pipe nozzle

The contractors' choice for . . . 
durability, efficiency, portability. When the job is too small to justify sending out an engine

powered grouting rig or the job site is hard to reach with 
full-size equipment, just carry in a Handy-Grout   and 
start pumping!

TM

Lightweight 
cast assembly

Lightweight, 
easy-cleaning
Polyurethane 
hopper

In-line discharge 
pressure gauge

Self-priming manifold

Hand-operated
piston pump

Handy-Grout HG-9

Includes:
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